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NOTE: No anti-corrosion warranty is offered for the Metaplex system

Film Performance Only Warranty*

Metal Preparation as per  AS/NZS 4312-2008 or AS/NZS4506-2005  Appendix I3.1 to  I3.7

Pre treatment 

Coating System

Metaprep 
Barrier Primer 

(substrate dependent)
Interpon D1000 products

Metaprep 
Barrier Primer 

(substrate dependent)
Interpon D1010** products

Metaprep 
Barrier Primer 

(substrate dependent) 
Interpon 200 Products

Warranty Period

Metal Substrates

Environment Category

*Conditions apply to the Interpon Metaplex warranty.
**D1010 products are available in New Zealand Only. 
A copy of the warranty is available upon request.
1: Interpon D1000 is limited to Residential applications in accordance with Volume 2 
(pertains primarily to class 1 and 10 buildings) of the Building Code of Australia
2: Mobile is defined by Components such as mobile equipment automotive, truck, trailer chassis and components
3: Excluding aluminium window extrusions and constituent components

Metaplex™ Topcoat Performance                                                                                                                                                                                   

Metaplex™ is suited to most metal substrates such as: Mild Steel, Zinc Plate, Galvanised, Gal Tube, 
Hot & Cold rolled steel, Stainless, Aluminium components (excluding architectural extrusion) etc.

Metal Preparation as per AS/NZS2312-2008 or AS/NZS4506-2005 
Appendix I3.1 to I3.7

10 Years*

Mild steel, hot dip galvanizing, galvanised tube, hot & cold rolled steel, 
stainless steel and aluminium components (excluding architectural 

extrusions)*3

Residential*1, Trade (Interior & Exterior), Mobile*2
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